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Hu ftigladere | Spesifikasjoner

Nominal Voltage
Maximum Current
Maximum Output Power
Battery

Mains Connection

Mains Frequency
DC Cable

Plug towards machine

Protection Class
Overvoltage Protection
Dimensions

Enclosure Ty pe

HMI

Interfaces

Weight
Temperature Range

Humidity

48V

200A

9.6 kW

forLi-lon batteries (48V)

3x400-480V (3L/PE; No neutral required),
CEE32A

47.5 — 63Hz

AWG 4/0, 4 meter

REMA MRC320, 6 auxiliary contacts (2x
CAN, 2x Interlock charger, 2x Interlock
machine)

P21

58V

603 x 312 x 305mm (h x wx d)

WT120 (anthracite/RAL7021, silver)
traffic light, customized

CAN (communication to machine, Volvo CE
protocol)

approx. 31kg
0°C ... 40°C

up to 95% non condensating

17,28kW
for Li-lon batteries (48V)

3:@45100-480V (3L/PE; No neutral required) ,
CEE32A

47.5 - 63Hz

AWG 4/0, 4 meter

REMA MRC320 with 6 auxiliary contacts (2x
CAN, 2x Interlock charger, 2x Interlock
machine)

iPé’I

58

603 x 312 x 409mm (h xw x d)

WT180 (anthracite/RALT021, silver)

traffic light, customized

CAN (communication to machine, Volvo CE
protocol)

approx. 42kg
0°C... 40°C

up £6 95% non condensating

48V

360A

17.28kW

for Li-lon batteries (48V)

3x400-480V (3L/N/PE; N mandatory for
internal single phase supply ), CEE32A

47.5 - 63Hz

AWG 4/0, 4 meter

REMA MRC320 with 6 auxiliary contacts (2x
CAN, 2x interlock charger, 2x Interlock
machine)

IP54

58V

1284 x 894 x 666mm (h x w x d)

RAL7035 with forklift shoes and crane holes
traffic light external, customized

CAN (communication to machine, Volvo CE
protocol)

approx. 170kg
-10°C ... 40°C

up to 95% non condensating
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Not all products are available in allmarkets. Under our policy of continuous improvement,
we reserve the right to change specifications and design without prior notice.
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Hurtigladere | Produktfunksjoner

IP21 P21 IP54

200A 360A 360A

ARG

« Full metal kapsling

« Master/Slave teknologi
« Separat luft kanal

* Hoy effekitetthet

« Hoy effekt (opp til 95%)
« \olvo CE-spesifikk kommunikasjon mellom lader-maskin

)
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Ladelgsninger — Hurtigladere

360A
1h15m
2h
Nettkrav 32A
Pris 60 000

Inkl. Rema Plug & kabel

» IP21 200A - standard hurtiglader
Stasjoneer / innenders bruk

+ P21 360A — hoy-effekt hurtiglader for gkt
autonomi. Stasjoneer / innenders bruk

2h | . IP54 360A - hoy-effekt hurtiglager for reffe
I forhold og utendars bruk
32A |
110000
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Ladelgsninger — Hurtigladere

Maskiner til lading vs. Lading til maskiner

On-board P21 P21 IP54

Charger 200A 360A 360A
Designet for stasjonzert / Robust design for
innendgrs bruk utendgrs bruk
7
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Ladelgsninger
Oversikt

Lad
Ty Kantakter e L25 ELEKTRISK ECR25 ELEKTRISK
Utstyr Ladetid 0% til 100% Ladetid 0% til 100%
Q
<
g 15A " Not used in 1" launch markets | 10 Hours
= ¢
Integrert 8A | Husholdnings 20 Hours 10 Hours
lading & 10A kontakt 15 Hours 8 Hours
; 13A 13 Hours 6 Hours
=) CEE
~
16A "_ 12 Hours 5 Hours
1 fase brukt
Q
Hurtig o +ekstern | below 1h 15 min.
R 2 32A ,
lading S Box 2 Hours 50 min to 80%
=T
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